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• Transmission	of	SD	video
• 5	W	/	10	W	switchable
• Control	panel	available	as	a	separate	unit
• 28	V	for	use	in	helicopter
• Monitoring	of	power	out*,	return	loss*.
• Frequency	range	2.0	to	2.7	GHz
• (subdevided	in	300MHz	steps)
•

•	 * Control	Panel	needed

Many	applications	require	a	single	box	solution	contai-
ning	everything	needed	for	high-power	transmission.	This	
includes	the	video	encoder,	modulator,	and	high-power	
amplifier.	Additionally	this	unit	provides	an	integrated	GPS	
data	interface	(optional)	which	allows	excellent	positioning	
of	the	transmission	unit.	The	CT2440ARINC	provides	eve-
rything	required	to	achieve	10	W	output	power	within	an	
ultra	compact	case.	The	control	panel	allows	the	electronic	
to	be	mounted	within	the	avionics	bay	with	full	control	
from	the	flight	deck.

• Wireless	SD/HD	Transmission	for	DENG
(Digital	Electronic	News	Gathering)

• Airborne	Applications

> Performance

> Applications

> Features

CT2440ARINC 
High Power Transmitter
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Description

1 Camera

2 CT2440ARINC

3 TX	Antenna

4 RX	Antennas

5 RF	Cable

6 Diversity	Receiver

7 Signal	Output

Inputs / Outputs

BNC (f) Video	in CVBS 75	Ω

BNC (f) ASI	in* Transportstream	
input

75	Ω	

BNC (f) ASI	out* Transportstream	
output

75	Ω

AUDIO 22-
pin (f)

Audio	in 2	channel	analog	
audio	(balanced)

600	Ω

ARINC 
6-pin (f)

Data	in* GPS	Data

N (f) RF	out 5	W/10	RF	Power	
(switchable)

50	Ω

COM 13-
pin (f)

Data Programming	
Interface

SOURIAU 
3-pin (m)

DC	in 28	VDC

SOURIAU 
10-pin (m)

Control	
data	in/out

Connector	for	
external	Control	
Panel**

Technical Characteristics

Frequency 2.0	GHz	to	2.7	GHz***	
(300	MHz	steps)	

Channel 
Bandwidth

6,	7,	8	MHz
Mod	A:	2.5MHz

RF Output Power 5	W	/	10	W	switchable

Modulation •COFDM	2k
•QPSK,	16QAM
•FEC	1/2,	2/3,	3/4
•Guard	1/4,	1/8,	1/16,	1/32

Video 
Encoding

MPEG-2	4:2:0	SP@ML
MPEG-2	4:2:0	MP@ML

Audio Encoding MPEG	Layer	2

Local Control Control	Panel	**

Power Input 28	VDC

Consumption <	160		W

Compliance CE	marked	in	Accordance	with	
EU	Low	Voltage	and	EMC	Direc-
tives
EMC	Compliance:	EN55022,	
EN55024;	RTCA/DO-160D

Temperature -	10°C	to	+50°C	(-14°F	to	+122°F)

Dimensions 
(W x D x H)

CT2440ARINC:
124	x	230	x	215	mm	
(approx.	4.88‘‘		x	9.06‘‘	x	8.46‘‘)

Weight CT2440ARINC:
5.5kg	(12.13lbs)
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ASI	input,	ASI	output,	Data	channel,	Encryption

> CT2440ARINC

> Options

Ordering Information

11.2461.000

> Ordering Information
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European Sales and Support Office
Georg-Ohm-Straße 2 | 65232 Taunusstein | Germany
Phone:+49 (0) 6128 7408 200 | Fax: +49 (0) 6128 7408 229




